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SECTION A-A

LONGITUDINAL JOINT

(Between fresh and hardened concrete)

375

Typ

A

A

6

1

PLAN

(Typ)

6

1

Tie Bars

Direction of Travel

(Typ)

Tie Bars

Not to

exceed

600

1.5 m Min

 

6

1

(Typ)

Transverse Weakened

Plane Joint, See Note 1
B B

LANE RECONSTRUCTION

750

C-C

Typ

C
C

Exist Longitudinal Joint

or edge of PCC Pavement

Longitudinal Joint

Existing Transverse

Joint

Exist Longitudinal Joint

or edge of PCC Pavement

R
e
c
o

n
s
t
r
u

c
t
e
d

C
o
n
c
r
e
t
e
 
L

a
n
e
(
s
)

 

A

A

PLAN

6

1

Tie Bars

Direction of Travel

(Typ)

Tie Bars

Not to

exceed

600

1.5 m Min

 

6

1

(Typ)

B B

750

C-C

Typ

C
C

Exist Longitudinal Joint
or edge of PCC Pavement

Existing Transverse

Joint

SHOULDER ADDITION/RECONSTRUCTION

Edge of Pavement

Existing Undowled P
C

C

 

E
x
i
s
t
i
n
g
 
U

n
d
o
w

l
e
d

P
C

C

 

N
e
w

 P
C

C Shoulder  

E
x
i
s
t
i
n
g
 
U

n
d
o
w

l
e
d

P
C

C

 

6
0
0

T
y
p

C
-
C

6
0

0

T
y
p

C
-
C

See Alternative

Tie Bar Detail,

Std Plan P1.

CONCRETE PAVEMENT

UNDOWELED JOINTED PLAIN
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3.96

4.27
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500

550

705

TABLE A

Tie Bar Spacing

Panel Length

(m)

Total Tie Bars

per Panel

Clearance Tie

Bar to 

Transverse

Joint (mm)

5

6

5

5

Longitudinal Joint

Tie Bars

TransverseConstruction
Joint,

See Note 2

#19 Deformed

tie bar

See Table A

for spacing
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6 mm R,

See Note 3.

See

Alternative

Tie Bar

Detail,

Std Plan P1.

SECTION B-B

Drill 22 mm Dia hole

into existing PCC.

Use epoxy to bond

tie bar to existing

concrete pavement.

New transverse weakened plane joints shall match

the skewed offset and spacing of the adjacent

existing weakened plane joints, as shown.  Where

the existing transverse weakened plane joint

spacing exceeds 4.57 m, an additional transverse

weakened plane joint shall be constructed equal

distance between the existing joints.

 

Transverse contact joints, with tie bars spaced
as shown, shall be installed at the end of paving

operations.  Transverse contact joints shall be
placed at least 1.5 m from any weakened plane

joint.

 

If fresh portland cement concrete is placed

adjacent to existing portland cement concrete,

the top corner of the existing portland cement

concrete does not need to be rounded to 6 mm

radius, as shown.

 

Standard Plan P5 does not apply to intersections.

TRANSVERSE CONTACT JOINT

William

K. Farnbach
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July 1, 2004

To get to the Caltrans web site,  go to:  http://www.dot.ca.gov

C
A

N
C

E
L

E
D

 B
Y

 

N
O

V
E

M
B

E
R

 1
7, 2

006 

E
R

R
A

T
A

 N
O

. 0
4-7

 O
N


	p05

